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Oiles Cermet M Bushings

Specify Part No. by required I.D., O.D., and Length.
(e.g.) I.D. is 12mm, O.D. is 18mm, and length is 10mm.
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Parts No.
Motion Mating shaft Bushing Housing
direction 16
(S ]
~ Q| o ~
I L | chamfer
@ Some chamfering dimensions may differ from
the shown dimension.
5 C0.3\ ZOOQ
PN coa~cos 5 _g c0.3 co.3
88
L
od (Toerance| @D [Tolerance| 3 4 5 6 8 10 | 15 | 20 | 25 | 30 | 40
3 |18 6 |150%7030603 030605 13067
4 |38 7 |180% 040704 |040705| 040706 M
5 [108%| 8 |108% 050805/ 050806050808 1905
6 |100%| 10 [105% 061005(061006/061008| 061010 1505
8 [ 10082 12 |03 081206/081208|081210{081215 1307
10 |105%8| 16 |T80% 101606/101608101610({101615(101620 190%
12 |39 18 |30 121808/121810{121815(121820 1305
14 |13%%| 20 |35 142010(142015|142020 130%
15 |105%] 21 |300% 152110{152115|152120|152125 130%
16 |1055| 22 |180% 162210|162215|162220{ 162225 100%
18 | 10050 24 |30 182410|182415|182420|182425 182430 130%
20 |180%| 28 |100% 202815202820 202830 130%
25 138 | 35 | 1305 253520(253525 253530 190%
30 | 1355 | 40 | 1555 304020{304025/304030| 304040 5515

*The 1.D. tolerance after press fitting is for reference only.

A\ The dimensional tolerances are the values measured at +25°C.




