36M Oiles 600 Bar Stock

Specify Part No. by required diameter.

(e.g.) Diameter is 36mm. 36M = m
Parts No.
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@ Length and diameter shown here are rough

finished dimensions. @D |Tolerance| L |Tolerance
@ Need to be oil-impregnated before use. 36M-16 16 | %5 | 202 °)°
36M-21 21 | *§° | 202 | ®°
36M-26 26 | *9° | 202 | *§°
36M-31 31 | 8 | 202 | *°
36M-36 36 | "§° [ 202 | *F°
36M-41 41 | *8° | 202 | *&°
36M-46 46 | *3° | 202 | *¢°
36M-51 51 | *§° | 202 | ®¢°
36M-56 56 | *8° | 202 | *¢°
36M-61 61 | *8° | 202 | *¢°

365 Oiles 600 Bushing Material

Specify Part No. by required I.D. and O.D.

(e.g.) I.D.is 34mm and O.D. is 5Tmm. 36S - m
Parts No.

a
.e,

L

@ Inner and outer diameter and Length shown

here are fough finished dimensions. ¢d [Tolerance| D [Tolerance| L |Tolerance
® Need to be oil-impregnated before use.
36S-1931 19 | s | 31 | *3° | 202 | *°
36S-1936 19 | 85 | 36 | *3° | 202 | *3°
36S-2436 24 | 85 | 36 | *0° | 202 | *§°
36S-2941 29 | S5 | 41 | *3° | 202 | *§°
36S-2946 29 | 35| 46 | *3° | 202 | *°
365-3446 34 | §s | 46 | 9° | 202 | *§°
36S-3451 34 | 85| 51 | *§° | 202 | *§°
365-3951 39 | 35| 51 | *0° | 202 *°
365-3966 39 | 8s | 66 | *8° | 202 | *§°
365-4456 44 | 35 | 56 | *§° | 202 | *E°
36S-4961 49 | 55 | 61 | '35 | 202 | *°
365-4971 49 | g5 | 71 | 80 | 202 | *§°
36S-5981 59 | 85 | 81 | *3° | 202 | *§°
36S-6986 69 | 05 | 86 | *3° | 202 | *§°
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